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Print Device Naming Conventions

Explanation:
In creating a standardized naming convention for the Enterprise, the following will be used for all Imaging Devices.

Standard Printer Naming Conventions:

Printer has a Host Node assigned
· Please note that ALL Ag printers need to be assigned a host node.
· P(for print device) 90(For Unit 90, other units will be different)NodeName

Note: For Executive Printers place an EX after the Unit – example: 	P90EXNDX0BB55
· Example: Host Node assigned NDX0BB55, Unit 90 printer – P90NDX0BB55
	
Printer does NOT have a Host Node assigned
· Please note that ALL Ag printers need to be assigned a host node.
· P(for print device)90(For Unit 90, other units will be different) Device Manufacture, PR (for printer), use the next available letter listed in the spreadsheet listed in step d below.

Note: For Executive Printers place an EX after the Unit – example:  P90EXHPPRA

· Example of a Unit 90 printer: P90HPPRA
· Please add the printer name to the spreadsheet. This will avoid duplicate printer name.  Spreadsheet located HERE
	

Standard Plotter Naming Conventions:

To Name a Plotter
	a)  P(for print device)90(For Unit 90, other units will be different) Device Manufacture,	PL (for plotter), use the next available letter listed in the spreadsheet listed in step c below.
	b)  Note: For Executive Printers place an EX after the Unit – example: P90EXHPPLA
	c)  Example of a Unit 90 plotter: P90HPPLA
[bookmark: _GoBack]		- Please add the plotter name to the spreadsheet. This will avoid duplicate 			   plotter name.  Spreadsheet located HERE

Road Show Naming Conventions:

To Name a Printer or a Plotter for a road show convention
a) P(for print device)90(For Unit 90, other units will be different)
b)  Abbreviate the convention location (Waterfront = Wtrfnt)
c)  Example:  P90Wtrfnta (then b, c, d and so on for more than one printer at the convention)


Unit Codes				Manufacture Codes
Unit 90= 90					Apple=AP                                            
Seeding=AX					ATC=ATC                                                      
Cylinder=H1					Brady=BRD
Reman=SE					Brother=BRO
Harvester=HX				Canon=CAN
Waterloo=RX					Compaq=CM
						Datamax=DX
						DCS=DCS
						Epson=EP
						Fargo=FG
						Fuju= FJ
						Hewlett Packard= HP
						IBM= IBM
						Imagistics=IM
						Konica=KN
						Lexmark=LX
						Minolta=MN
						Okidata=OK
						Panasonic=PN
						Printronix=PR
						Ricoh=RI
						Samsung=SM
						Sato=ST
						Texas Instruments=TI
						Toshiba=TO
						Troy=TR
						Xerox= XRX
						Zebra=ZEB
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