
Wintel General Server Information 
	Project Name
	

	Project Manager
	

	Project Tracking Item
	

	Builder
	

	Application Name or Server Purpose
	

	Application Complexity (Low/High)
	High

	Remote Access Solution and Port
	Windows Remote Desktop Port TCP/3389

	Out-Of-Band Management Solution
	

	Special Notes for this section
	


Server Platform Common Information

	Server Name
	

	Server Fully Qualified Host Name
	

	Domain Membership (otherwise  WORKGROUP)
	

	Operating System Version
	Windows 2012 / 2016 - 2019 Enterprise Server 64-Bit

	32 or 64 bit
	64-bit

	Service Pack Level
	N/A

	Server Time Zone
	Set to local physical site time zone

	Observe Daylight Savings Time
	Yes

	PageFile Location(s)
	Default build parameters

	PageFile Size(s) (Fixed) in MB
	Default build parameters

	System Dump Type (Small or Kernel)
	Default build parameters

	DumpFile Location
	Default build parameters

	Special Notes for this section
	None


Virtual Server Specific Information.  Skip to Section 2.5 if Physical

	Virtual Server Type (VMWare, MS Hyper-V, XenApp, etc)
	N/A

	Host Server or Cluster where Virtual Server will reside
	N/A

	Sync Time with ESX Host  (Default = No)
	N/A

	Deploy from Template? (Denote Template Name) otherwise denote ‘Manual Build’
	N/A

	Number of vCPU’s
	N/A

	RAM assigned to Virtual Machine
	N/A

	Special Notes for this section: Document any changes from the DEFAULT settings.
	Examples:




Local Disk Configuration for Virtual Servers 

	Drive Letter
	Volume Label
	Provisioning (Thin/Thick) Default=Thick
	Min/Max for Thin Provisioning Only
	Partition Size for Thick Provisioned Disks

	C:
	System
	Thin
	Min=
Max=
	N/A

	D:
	Apps
	Thick
	N/A
	

	E:
	Data
	Thick
	N/A
	

	Special Notes for this section


	Examples

Note any non-default SCSI ID changes

Persistent/Non-Persistent/Independent Disk configs

NO Extents are allowed


Physical Server Specific Information.  Skip to section 2.9 if Virtual

	Asset Tag
	

	Serial Number
	

	Machine Type / Model Number
	7945

	Server Model and Description
	3650x / M3

	Number and Size of Local Disks
	2 x 146GB HDD

5 x 600GB HDD

	Hyper Threading Enabled
	Yes

	Number of CPU’s
	2

	Number of Cores per CPU
	4

	Total System RAM
	24GB

	Server Location (Site)
	This server will be located in the Yellow Zone.

	Rack / X-Y / Column Information
	

	Elevation or Chassis/Slot if Blade
	

	Additional I/O Adapters (HBA, NIC, FAX)
	

	Warranty Expiration
	

	Warranty Coverage
	

	Special Notes for this section
	Temp directory: 100 MB (during install)



Local Disk Configuration for Physical Servers 
	Drive Letter
	Disk or Volume Label
	RAID Level
	Local Disks to Configure for Array
	Hot Spare?
	Partition Size in GB
	Block Size

	C:
	System
	1
	0-1
	N
	73
	Default

	D:
	Apps
	5
	2-3
	N
	Approx 2 TB
	Default

	Special Notes for this section

· Temp directory: 100 MB (during install)

· Hard drive OS Partition: 2 X 146GB Drives RAID 1

· Hard drive Data Partition: Specific requirements will depend on log volumes and types of log data but a minimum of 2 TB of hard disk space is required. The disks that store the log management depot and indexes must be fast (at least 10,000 RPM) and configured in a striped configuration (for example, 4 x 600GB Hard Drives RAID 5).
	Examples




External Disk Configuration for Physical Servers   (prefer SAN Storage)
	Drive Letter
	Shared
	Volume Label
	Disk Device
	Device Type
	Windows Volume Type (Default = Basic)
	Partition Size
	Block Size

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Special Notes for this section


	Examples:




Out of Band Management for Physical Servers

	Device Type 
	IP Address
	Subnet Mask
	Gateway
	VLAN
	Speed/Duplex

	
	
	
	
	
	

	Special Notes for this section


	


Network Services

	Service
	Primary Server
	Secondary Server

	DNS
	
	

	NTP
	
	

	WINS
	
	

	Special Notes for this section


	


Default Gateway

	Default Gateway (Note: Windows Servers can have ONLY 1 Default Gateway)
	NIC Name

	
	

	Special Notes for this section
	


NIC Configuration

	Logical NIC 
	 1st NIC
	2nd NIC
	3rd NIC
	4th NIC
	5th NIC

	NIC Name
	Primary
	Backup*
	
	
	

	Speed/Duplex
	1000 /FULL
	1000 /FULL
	
	
	

	VLAN ID
	Determined by Build process
	Determined by Build process
	
	
	

	VLAN Tagging (Default=No)
	No
	No
	
	
	

	NetBIOS Enabled (Default=Yes)
	Yes
	Yes
	
	
	

	Register address in DNS (Default=Yes)
	Yes
	Yes
	
	
	

	Wake On LAN (Default = No)
	No
	No
	
	
	

	Teaming (Default = No)
	No
	No
	
	
	

	Special Notes for this section

* Back up is only needed if customer backs up on a separate network
	Examples:




IP Configuration

	NIC Name
	IP Address
	Subnet Mask
	Gateway
	Gateway Type

	Production
	
	
	
	

	Backup 
	
	
	
	

	N/A
	
	
	
	

	N/A
	
	
	
	

	Special Notes for this section


	


Persistent Static Routes to Add

	Destination
	Mask
	Local Gateway
	Metric
	Interface

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Special Notes for this section


	



